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GH / GH-R Diaphragm Wall Hydraulic Grab

APPLICATION

3830

GH / GH-R

Weight tot.

Max Depth
Excavation Dimension
Continuous operating pressure
Kelly guide weight
Max grab capacity
Closing force*
Operating Cylinder
Bore

Thrust at 30 Mpa

*At 1000 x 3000 mm / 39.5 x 118 in

GH-12/ GH-12R

12,51
75m

500/1200 x 2500/4200 mm

30MPa
4000 kg
3,9md
438 kN

240 mm
1360 kN

27558 Ib

246 ft

20/47 x 98/165 in
300 bar

8818.5 b

137.7 ft5

98466 Ibf

9.5in
305740 Ibf

3 parts kelly guide or rotograb system

Inclinometer c/w watertight box

Hoist limit switch on both main winches for SC crane
Grab body extendable with additional side guides
Interchangeable jaws and teeth

Greasing kit

Depthmeter

Display and recording data kit for verticality control
Hydraulic revolving gearmotors +180 (kelly system)
or 360° (rotograb)

GH-15/ GH-15R

152t 335101b

75m 246 ft

600/1500 x 2500/4200 mm  24/60 x 98/165 in
30MPa 300 bar

4000 kg 8818.5 Ib

3,9md 137.7 ft°

438 kN 98466 Ibf

240 mm 9.5in

1360 kN 305740 Ibf



BH Diaphragm Wall Hydraulic Grab
APPLICATION

o 3 parts kelly guide

¢ Inclinometer c/w watertight box

¢ Hoist limit switch on both main winches for SC crane

¢ Grab body extendable with 2850 mm additional side guides

¢ Interchangeable jaws and teeth

¢ Greasing kit

o Depthmeter

Hydraulic revolving gear motors + 180°
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BH

Weight tot.

Max Depth
Excavation Dimension

Continuous operating pressure

Kelly guide weight
Max grab capacity
Closing force*
Operating Cylinder
Bore

Thrust at 30 Mpa

*At 800 x 2500 mm / 31.5 x 98 in

6079

BH-8
8t 17637 Ib
75m 246 ft
350/800 x 2000/3200 mm 14/31.5 x 79/126 in
30MPa 300 bar
4000 kg 8818.5 Ib
1,4 m? 49.4 ft
253 kN 56876.6 Ibf
200 mm 7.8in
940 kN 211320 Ibf



GH / BH Diaphragm Wall Mechanical Grab
TRANSPORT DIMENSIONS AND WEIGHTS

6235 (GH-12)
6100 (GH-15)

2700 (GH-12)
2700 (GH-15)

1000 (GH-12)

2163 (GH-12) 4078 (GH-12)

2240 (GH-15) 3860 (GH-15)
GH-12/12R Weight c/w 1000 x 2800 jaws 11,3 ton 12.5 ton (US)
GH-15/15R Weight c/w 1000 x 2800 jaws 13,7 ton 15 ton (US)
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760

5360

BH-8 Weight c/w 800 x 2800 jaws 7 ton 7.7 ton (US)
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SOILMEC Spa distributes machinery and structures all over the world, supported by SOILMEC Spa subsidiary companies and dealers.

The complete Soilmec network list is available on the web site www.soilmec.it
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